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Continuation 2 of 2


ARCHITECTURAL

USG ACOUSTICAL CEILING (Centricitee)
SPECIFICATION

PART 1 : GENERAL
July 2009
1.1
SCOPE

Specify areas to receive this acoustical treatment.

1.2
QUALIFICATIONS
Construction, installation and performance conditions shall comply with:

· Manufacturers guidelines

· AS/NZS 2785
Suspended Ceilings – Design and Installation

· AS 1530.3
Early Fire Hazard Indices

· ASTM C636
Standard Practice for the Installation of Metal Ceiling


Suspension Systems for Acoustical Tile and Lay-in Panels

· ASTM C423
Sound Absorption and Coefficients by the


Reverberation Room Method

· ASTM E1414
Airborne Sound Attenuation for Acoustical Tile and


Lay-in Panel Ceilings

· ASTM C523
Light Reflectance of Acoustical Materials

· ASTM E84
Surface burning characteristics of building materials.

1.3
DELIVERY AND STORAGE OF MATERIALS


All materials shall be delivered in their original unopened packages and stored in an enclosed shelter providing protection from damage and exposure to the elements.  Damaged or deteriorated materials shall be removed from the premises.  Immediately prior to installation, tile or panels shall be stored for a sufficient time to stabilise at temperature and humidity conditions ambient during installation, and anticipated for occupancy. Materials shall be protected from damage by / to other trades.

1.4
ENVIRONMENTAL CONDITIONS


Installation of acoustical ceiling system shall not begin until the building is closed in, fully glazed, roof watertight, permanent heating and cooling equipment in operation and residual moisture from plaster, concrete and terrazzo work dissipated.

PART 2 : PRODUCTS

2.1
CEILING SUSPENSION SYSTEM


Supply and install a DONN DXT Centricitee QRC two way exposed 15 mm grid system as manufactured by USG Interiors Pacific Ltd, ISO 9001: 2000 Quality Endorsed Licence 5044.


· 
Module shall be 600 x 600 mm.

· Grid connection splices shall have minimum tension pull-out values of 0.7 kN for Main Tee and 1·4 kN for Cross Tee.

· Cross tee ends shall be Lay-on.

· Perimeter trim shall be DONN MXT 3600 Wall Angle. 

· Colour shall be standard Pacific White. 


· Alternatives will not be accepted.

2.2
ACOUSTICAL CEILING PANELS

Supply and install USG mineral fibre acoustical ceiling panels. 

· Panel to be (Name) /  ME(No.)
· Nominal size shall be 600 x 600 x 15/19 (delete one) mm 
· Edge detail FLB
· Colour to be standard USG White.

· Alternatives will not be accepted.

2.3
SYSTEM PERFORMANCE
· Acoustical rating:
NRC (0.~ value)

CAC  (value)
· Early Fire Hazard Indices:


· Ignitability       
0   
(A copy of the


Spread of Flame   
0
full test shall


Heat Evolved
0 
be submitted


Smoke Developed   
(value)
if requested)

· Light Reflectance:
LR-1 (~ value %)

· Warranty:
Lifetime. (30 year maximum)

PART 3 : EXECUTION

3.1
SUSPENDED CEILING

Specified USG and DONN acoustical suspension systems, including all necessary hangers, splines and supporting hardware, shall be furnished and installed by a USG Interiors Pacific Ltd Accredited Suspended Ceiling Installer. Ceiling shall be installed in accordance with manufacturer’s requirements, the USG Seismic Design Guide and sound industry practice.

3.2
FIXTURES AND FITTINGS


Ceiling panels shall not be used to support the load of light fittings, ventilation outlets etc. Loads should be transferred to the grid, or separately supported.

3.3
PRODUCER STATEMENT

At completion of works a Producer Statement must be submitted to Architect.


USG Interiors Pacific Limited


373 Neilson Street, Penrose


Auckland, New Zealand
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